
   Features
   This model’s main functional features are

Double plastic panel  
o    

Delay o  
Panel gauge display 
Built-in air filter  

o connector for Torch    
Low frequency arc

o o
o  

o o
fully CSA/CAN Compliant

110/230V Single Phase 30 Amp Plasma utter 
Small, Lightweight and Portable 

The new  Air Plasma machine is o o  
latest offering in Inverter Technology. Small and extremely 
efficient, it is one of the most portable single phase Inverter 
Cutting Machines on the market today. The machine comes with 
a Air-regulator, 1 ft  torch r eturn lead, 
starting consumable pack and an  to understand operation 
Manual Plus a o * o

o o o
o o o

1YEAR
Warranty* 
        (POWER SOURCE)

Machine complete with TRF45-1 Ft 
Torch Code:JVPC30iLT RWPD- 0116-8 

 Cutting Nozzles

            RWPR-0110 

            Electrodes 

    RWPC-0116 

    Retaining Cap 

     RWPE-106 

    Swirl Ring 

       Buggy 

       RWSC-2551 

         RWSC2540

   Stando� guide 

 Extended  Electrodes     

RWPR106

Extended nozzles

• DUAL VOLTAGE 110V ~ 230

• 1/4 INCH CUTTING CAPACITY ON MILD STEE

• ADJUSTABLE AIR FILTER REGULATO

• AIR FLOW PRESSURE -75PS

• AIR FLOW RATE -6CF

• 35% @ 30AMP DUTY CYCL

• IP21S RATING FOR ENVIROMENTAL / SAFETY PROTECTION

• LOW FREQUENCY ARC STRIKING METHOD

• N A NN 1 N

• EFFICIENCY -85%

• RATED INPUT POWER- 5.5KVA

• COOLING METHOD - FAN COOLED

• LIGHT WEIGHT - MACHINE ONLY WEIGHS 18 POUNDS

• COMPLIANT TO - CAN/CSA-E60974-1 / ANSI/IEC 60974-1
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: Steels, Stainless, Cast Iron, Bronze, Aluminum




